








SKIRTING BOARDS

Types of Venifloor skirting boards

The Venifloor offer includes wooden skirting boards (natural or tinted) as well as white skirting boards. Not only is the colour
of the skirting important but also the shape. Venifloor offers various shapes of skirting boards from straight to rounded.

The rounded skirting boards will be perfect for traditional design, whereas straight skirting boards will be suitable for both
classical and modern design. By choosing the best model it is worth considering if the skirting boards match the colour of
the floor, door frame or walls.

Functions
of the skirting boards

Skirting boards are not only the final

step of installing but they influence the
aesthetics of the place as well.

They have also many vital functions. First,
each skirting board covers a dilatant crack
which is essential while installing because
it protects form any humps. Another
function is the protection. Skirting boards
protect from dirt getting into the dilatant
crack as well as dirt on the wall created
while cleaning the floor. Moreover, skirting
boards allow to hide cables. Don't wait for
making your order, choose the products
perfect for your house. Buy them in one of
our Venifloor partner shops which you find
on the website or in our online shop.

EXAMPLE OF A SKIRTING BOARD
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VENIX MAINTENANCE OF THE
OIL-WAXED FLOOR

HARD WAX

VENIX MAINTENANCE OF THE
LACQUERED FLOOR — EVERYDAY

WEDGES

PROTECTIVE SEAL

FINISHINGS

Wear layer — UV oil-wax

The oil-wax applied layer consists of 2 or 3 layers giving
a natural feel to the surface as well as enhanced natural
grain and wood pores. It is worth paying attention to the
presence of waxes, because remaining on the surface,
they form a silky and abrasion resistant coating that
prevents water and impurities from entering the wood.

Still, oiled boards require a little more care during cleaning
rather than varnished boards; Use proper care and
maintain the floor periodically. The advantage is the ability
to repair a single scratch or damage without having to
renovate the entire floor.

Wear layer — 6 layers of exceptionally
resistant UV lacquer with CORUNDUM

The wear layer is the 6 layers of exceptionally resistant
UV lacquer with Corundum which significantly extends
the durability and life of the flooring.

It is not the wood that we walk on, thus, abrasion does
not occur.

The floor can be easily repaired with hard waxes without
the necessity to renew the whole flooring. In case of
lacquer veneer Venifloor it is enough to renovate after a
few years — sanding the wear layer and apply a new layer

of varnish according to the Venifloor technology which is
on the website.

All the details concerning the maintenance, installation and renovation are online: www.venifloor.com section “Maintenance items”.
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INSTALLATION
IN GLUE SYSTEM

PRIMING D

Grunt dyspersyjny

Jednoskhdnlkowy elastyczny klej hybrydowy Losemittelfreie Dispersionsgrundieru
do podtég warstwowych Disperzni zaklad | Disperzny zaklad
Wg.DIN 281/DIN EN 14293 15017178

55 by oo fooring achesive according toforparquetand mullyer 00d o

VENIX PRIMER FOR INSTALLING
WOODEN FLOOR

- 1-COMPONENT HYBRID POLYURETHANE - DISPERSION PRIMER VENIX PRIMING D
ADHESIVE VENIX SINGLE SPU - DISPERSION PRIMER VENIX PRIMING FAST PU

- 2-COMPONENT POLYURETHANE
ADHESIVE VENIX DUO PU

VENIX GLUE FOR INSTALLING
WOODEN FLOOR

All installation details can be found in the assembly instructions included with each package and at www.venifloor.com



FLOOR UNDERLAYS

Quartz underlay VENIX is a naturally material, in over 90% ecological, which is extremely rare in this type of underlays. It has the highest fire
classification Bfl. It is safe, inflammable, odourless and chemically neutral. Thermal resistance of the underlay — R=0,009 m? K/W — is one of
the lowest. The underlay has very good acoustics parameters, about 26%.

VENIX QUARTZ-MINERAL UNDERLAY VENIX BASIC WOOD NATURE UNDERLAY
FOR UNDERFLOOR HEATING — THICKNESS 2 MM FROM WOOD SHAVINGS — THICKNESS 3 MM

All installation details can be found in the assembly instructions included with each package and at www.venifloor.com
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TECHNICAL SUMMARY

BRINELL HARDNESS TEST:

Flooring Venifloor is 114% harder than layered oak board.

Layered oak board Venifloor oak board
(36,5 N/mm?) (78,1 N/mm?)

Difference between Venifloor and oak could be comparable to difference between oak and pine.
*See more at: www.venifloor.com/en/products/venifloor-researches
The presented picture concerns only Oak and has a demonstrative character.

Technical summary Layered Venifloor

Pine board oak board oak board

Hardness by static method
Classification based on 18,8 N/mm? 36,5 N/mm? 78,1 N/mm?
Brinell scale*

Resistance to hits

by dynamic Poldi method** o 8,07 HB 22,72 HB

Sources:
*Technical University of Lodz, Department of Building Physics and Building Materials. Applies to oak floor with an oil-wax finish.
**Silesian University of Technology, Faculty of Biomedical Engineering

. . 2
Hardness scale of wooden flooring materials BRINELL HARDNESS TEST N/mm

by static method (Brinell)

Brinell hardness test measures force (N) required for making
a basin of a steel ball (diameter: 10 mm) in wood sample. The
obtained result is measured on the basis of the ball imprint’s
diameter which is received after unloading the sample. Layered oak board

Venifloor oak board

This is one of the best tests to determine the strength of wood

for indentations and use. Venifloor oak board could hold the

pressure of 78,1 N - bigger then most of popular wooden Pine board
floorings could hold.




Underfloor heating systems

The results of testing for the use of different
flooring materials on the floor with underfloor

heating shown that Venifloor flooring is the

best in segment of wooden floorings. Values
both of thermal conductivity factor and thermal
resistance are far more profitable then the results

of standard layered boards and, at the same

time, almost as good as thermal parameters of

ceramics.

Venifloor board

Due to the increasing popularity of innovative
solutions in the segment of energy-efficient
construction, more and more people are choosing to
mount the underfloor heating system, which ensures
the right temperature in the colder months. These
systems are much more efficient heating methods

in comparison to conventional heating methods, so
they enable cutting costs by up to 40%* and thereby
reducing power consumption at home. In addition,
underfloor heating system is beneficial to health

Oak solid board

and quality of air in home (ionization) as opposed
to air conditioning systems which cause artificial air
circulation.

Venifloor flooring thanks to its high density and
optimal thickness is one of those products that work
best with underfloor heating systems - both water
and electric.

*Estimated data available on viessmann.pl

Layered floor

10 mm 16 mm 15 mm
Mottt W 0039 0087 0,092
Thermal conductivity
A [W/m2K] 0,255 0,184 0,1622
(higher resilt = better parameter)
Development: D.Eng. Valerjan Romanovski, Warsaw University of Life Sciences - SGGW, Wood Technology Department.
*board with a layered structure - 3 mm wear layer (0ak wood), 12 mm bottom layer (softwood).
The results of laboratory tests as well as calculations and norms
TEST NORM RESULTS
Resistance to hits (Poldi method) PN-EN 1534:2011 22,72 HB
Hardness (Brinell method)* PN-EN 1534:2011 78,1 N/mm?
Fire classification PN-EN 14342:2013-11 Dfl-s1
Anti-slippage PN-EN 14342:2013-11 106 +/- 3%
Thermal resistance PN-EN 12667 0,039 m?K/W
Thermal conductivity factor PN-EN 12667 0,255 W/mK
Content of formaldehyde PN-EN ISO 12460-3:2016-03 E1
Density of basing board (HDF) EN 323 > 900 kg/m?
Swelling of basing board after 24h EN 317 < 10%

L Applies to oak floor with an oil-wax finish.



Polish Product
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The colours in the template may differ from the actual colours. The photos are for presentation purposes only.

iniﬂoov@ DISTRIBUTOR

wooden floorings - NEW GENERATION

MANUFACTURER: Poland - North: +48 730 203 013
ZIP GmbH Poland - South: +48 534 055 402
Mucharz 410

34-106 Mucharz | POLAND

www.venifloor.com | biuro@venifloor.com




